
ROD AND ROD GROOVE DIAMETERS

BORE AND PISTON GROOVE DIAMETERS

Groove Width =
Seal Width + 10%

Rod Diameter =
Seal I.D.

Pressure, P.S.I.     1000     3000     5000
Maximum Gap      .032      .012      .006
(Inches)

Extrusion Gap

Bore Diameter =
Seal O.D.

Groove
Diameter =

Seal I.D.

Groove Diameter
= Seal O.D. Bearing I.D. Bearing O.D.

ROD DIAM ROD DIAM. GROOVE DIAM MAX DIAMETRAL CLEARANCE
RANGE, IN. TOLERANCE TOLERANCE 1000 PSI 3000 PSI 5000 PSI

.125 - .687 + .0 / -.002 + .004 / -.0 .008 .006 .004
.750 - 2.875 + .0 / -.003 + .008 / -.0 .012 .008 .004

3.000 - 7.000 + .0 / -.004 + .010 / -.0 .014 .010 -
7.000 - 7.750 + .0 / -.005 + .011 / -.0 .016 .010 -
8.000 - 9.500 + .0 / -.005 + .012 / -.0 .016 - -

10.000 - 15.000 + .0 / -.006 + .015 / -.0 .016 - -

BORE DIAM BORE DIAM. GROOVE DIAM MAX DIAMETRAL CLEARANCE
RANGE, IN. TOLERANCE TOLERANCE 1000 PSI 3000 PSI 5000 PSI
.750 - 1.062 + .003 / -.0 + .0 / -.004 .010 .008 .004

1.125 - 1.625 + .003 / -.0 + .0 / -.005 .010 .008 .004
1.750 - 2.500 + .003 / -.0 + .0 / -.007 .012 .008 .004
2.625 - 2.875 + .003 / -.0 + .0 / -.008 .012 .008 .005
3.000 - 3.500 + .004 / -.0 + .0 / -.008 .014 .010 -
3.625 - 5.625 + .004 / -.0 + .0 / -.009 .014 .010 -
5.750 - 6.750 + .004 / -.0 + .0 / -.010 .014 .010 -
7.000 - 8.500 + .005 / -.0 + .0 / -.011 .016 .010 -
9.000 - 11.000 + .005 / -.0 + .0 / -.011 .016 - -

12.000 - 16.000 + .006 / -.0 + .0 / -.012 .018 - -
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GROOVE DIMENSIONS FOR URETHANE U-SEALS
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EXAMPLES OF SEAL FAILURES AND THEIR CAUSES
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For a professional analysis

of seal failure, send your

damaged seals to our

Engineering Department.

EXAMPLES OF SEAL FAILURES AND THEIR CAUSES


